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● SMD LEDs 

● Built-in LED driver

● Working temperature: -20°C to 50°C

● IP Rating: IP65

● IK Rating: IK08

● Life Span: 50,000 hours

Product Features

● Rated Supply Voltage: 220-240V

● Frequency: 50/60Hz

Electrical Speci�cations

Applications

Description

Bello Beco, LED Bulkhead, uses SMD LEDs for outdoor applications.

Housing is made of corrosion proof, polycarbonate material. Luminaire

uses Opal PC di�user providing uniform light.

BULKHEADS

StaircaseBalconyCorridor

Body Color:

Body Color:

Body Color:
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Technical Drawing and Dimensions

Model

DUBEB101-08

DUBEB102-15

DUBEB103-20

DUBEB301-08

DUBEB302-18

Diameter

Φ190mm

Φ245mm

Φ310mm

Φ160mm

Φ220mm

Height

75mm

75mm

75mm

45mm

50mm

Model

DUBEB201-08

DUBEB202-18

Length

245mm

310mm

Width

139mm

175mm

Height

70mm

70mm

8W

15W

20W

8W

18W

8W

18W

SMD
LEDs

640 lm

1200 lm

1600 lm

640 lm

1440 lm

640 lm

1440 lm

80 lm/W

DUBEB101-08

DUBEB102-15

DUBEB103-20

DUBEB201-08

DUBEB202-18

DUBEB301-08

DUBEB302-18

3000K

4000K

6500K

120° >80

Technical Speci�cations
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Height Height
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