WEATHERPROOF LIGHTS
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PlasticClip 575 Clip Patron L8, LED Weatherproof luminaire, uses LED tubes or LED modules

= for indoor and outdoor applications. Housing is made of UV stabilized,
. polycarbonate body and white-coated flat plate. Luminaire uses UV

\ i, 3 stabalized, polycarbonated impact resistance diffuser.

Product Features
e DuLight LED tube [Snowite], OSRAM LED tube, TRIDONIC LLE modules

e Optional Prismatic or PC transparent diffuser

e Working temperature: -20°C to 50°C

e Installation: Surface Mounted / Pendant

e 0-1/10V dimming, DALI dimming, emergency (optional)
’,‘ X, y e |P rating: IP65
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e Life-span: 50,000 hours
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e Rated Supply Voltage: 220-240VAC
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e Frequency: 50/60Hz
Applications

.E; Construction Sites Storage Rooms Factories .l Garages
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I Technical Drawing I Dimensions

Model Length Width Height

DUP80O-19 660mm 95mm 96mm

DUP80-29 660mm 145mm 96mm

I! DUP80O-118 1270mm 95mm 96mm
F] DUP80-218 1270mm 145mm 96mm
DUP8D-19 660mm 95mm 96mm

DUP8D-29 660mm 145mm 96mm

DUP8D-118 1270mm 95mm 96mm

DUP8D-218 1270mm 145mm 96mm
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DUP8T23 1270mm 95mm 96mm

DUP8T46 1270mm 145mm 96mm

I Technical Specifications

Driver Light Diffuser Luminous flux Luminous flux
source perlam [Im] efficacy[ Im/W ]
DUP8O-19  1x9W 800 Im 88 Im/W
DUP8O-29  2x9W OSRAM 800 Im 88 Im/W
DUP8O-118  1x18W LED Tube 1700 Im 94 Im/W
DUP8O-218  2x18W Built-in 1700 Im 94 Im/W
DUP8D-19  1x9W HEDelites PC 855 -900 Im 95 Im/W 20008
Diffuser 4000K
DUPSD-29  2x9W DuLight 855-900 Im 95 Im/W 000K
DUPSD-118  1x18W LED Tube 1710 - 1800 Im 95 Im/W
DUPSD-218  2x18W 1710- 1800 Im 95 Im/W
DUPST23 2x115W | TRIDONIC 2 TRIDONIC 1320 Im 115 Im/W
DUP8T46 4x11.5w | LEDdriver LLE 1320 Im 115 Im/W




