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DR1031
Recessed Mounted

, designed

for LED strips up to 14mm width. It is made from high-quality

Aluminum. These extrusions provide a prolonged lifespan of

the lighting system. The End caps protect the LED Aluminum

Extrusion from dust and other undesirable elements.

Description

Technical details

Product Features

 Polycarbonate di n 

 Available in white, gold, black and silver color

 0-1/10V dimming, dali dimming, tunable white (optional)

  Length : 1000mm / 2000mm (standard)

  IP rating : IP20 / IP40

Technical drawing

Installation

Accessories

1.

2.

Endcaps

3000K-6500K

Model

DR1031

Power

4.8W/m

9.6W/m

14.4W/m

21.6W/m

480 lm/m

960 lm/m

1440 lm/m

2592 lm/m

100 lm/W

120 lm/W

3.

9.7m
m

 

30.6mm 

23.6mm 

21.3mm 

Diagrams

Finish colors

Light distribution curve Photometric Diagram
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105.2,383.1lx

26.29,95.77lx

11.69,42.56lx

6.573,13.94lx

4.207,15.32lx

2.921,10.64lx

2.146,7.818lx

1.643,5.986lx

1.298,4.729lx

1.052,3.831lx

Flux out:846.2lm

310.51cm

621.02cm

931.54cm

1242.05cm

1552.56cm

1863.07cm

2173.58cm

2484.09cm

2794.61cm

3105.12cm

Height Eavg,Emax Angle:114.43° Diameter
AVERAGE BEAM ANGLE(50%): 115.0°

C0  /180,114.4°
Unit：cd

C90/270,115.6°


