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DSP45106
Special Applications

for LED strips up to 14mm width. It is made from high-quality

Aluminum. These Extrusions provide a prolonged lifespan of

as Dry wall mounted or Recessed mounted.

Description

Technical details

Product Features

 n 

 Available in white, gold, black and silver color

 0-1/10V dimming, dali dimming, tunable white (optional)

  Length : 1500mm / 3000mm (standard)

  IP rating : IP20 / IP40

Technical drawing

Installation

Accessories

Finish colors

Diagrams
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Light distribution curve Photometric Diagram

3000K-6500K
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Flux out:327.4lm

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

111.8,312.3 lx

27.94,78.06 lx

12.42,34.70 lx

6.985,19.52 lx

4.470,12.49 lx

3.104,8.674 lx

2.281,6.373 lx

1.756,4.879 lx

1.380,3.855 lx

1.118,3.123 lx

189.79 cm

379.59 cm

569.38 cm

759.17 cm

948.96 cm

1138.76 cm

1328.55 cm

1518.34 cm

1708.14 cm

1897.93 cm

Height Eavg,Emax Angle:87.00deg Diameter

Note: The Curves indicate the illuminated area and the average

4.8W/m

9.6W/m

14.4W/m

21.6W/m

480 lm/m

960 lm/m

1440 lm/m

2592 lm/m

100 lm/W

120 lm/W

AVERAGE BEAM ANGLE(50%): 87.0°

C0  /180,61.6°
Unit：cd
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