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Technical Parameters Component Details

Rated Power 120W

System Voltage DC 24V

Battery Capacity in WH 1228.8WH

Battery Type LifePO4, 25.6V/48AH

Solar Panel Mono 36V/240W (670*1960mm)

LED Lifespan >50000H

Light Distribution Type Bat-wing Light Distribution (150°x75°)

Single LED Chip Efficiency 190 lm/W

Lamp Efficiency 150 lm/W

Luminous Flux 18000 lumens

Color Temperature 3000K/4000K/5700K/6500K

CRI Ra≥70

IP Grade IP65

IK Grade IK08

Working Temperature -10℃~ +60℃

Controller PWM, KPS120, 15A

Lamp Fixture High-Pressure Die-Casting Aluminum Corrosion Resistant

Mount Diameter Φ102mm

Lamp Size 1960*670*90mm

Product Weight 43.0kg

Packing Size 2020*720*200mm (1pc/CTN)

Certifications CE

Suggested Mount Height 10m/12m

Solar Panel

Battery box & Controller box

LED Light Source

Front View

Product Model DUAPSBC-120W

Type of Light Source Philips Lumileds , 2 Modulars



Light Source Parameter

Lamp Structure Diagram

Lamp Size

Street light intensity test report (120W parameter)

Light source data Photometric data Efficiency: 150.92lm/W

Nominal power(W) 120 LOR(%) 100.0 η street down(%) 52.4

Rated voltage(V) 48 Total flux(lm) 18110.4 η house up(%) 0.3

Nominal flux(lm) 8215.37 Maximum @(C,y) 18170 η house down(%) 46.9

Lamps inside 2 η up(%) 0.8 76°FLASHAREA(m2) /

Test Voltage(V) 49.4 η down(%) 99.2 SLT /

Model                  DUAPSBC-120 Imax(cd) 8642 η street up(%) 0.4


