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Description

Residential areas Facade lighting Shopping malls

Applications

Product Features

● Silicon material features; good resistance against water, acid and alkali, corrosive gasses and UV resistant

●  Excellent heat dissipation, due to the advanced design of fexible strip and silicon co-extrusion technology

● Has a wide range of working temperatures between -20 to 55°C

● Uses co-extrusion technology to make the cutting line clear and easy to be cut

● Constant current design, with small voltage drop rate and even illumination

FLEXIBLE LINEAR PROFILE

Flexible Linear Pro�le is a type of protective strip, fabricated with Silicon molding with high ingress protection. Due to

its rigidity and high �exibility; it is applicable in a wide variety of places like; indoor and outdoor areas, corridors, roof

corners and edges, restrooms, pool corners and many other areas where decorative lighting is required.
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Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF0410
(side bend)

24VDC

50

9.6

332/79(RED) / 312(GREEN) / 43(BLUE)

>80

25

IP67

5000x4x10mm

2100
K

2700
K

4000
K

4500
K

5000
K

Sectional View Bend Direction Bend Diameter

Side

Side

Ø25mm

RED GREEN BLUE

4mm

10m
m

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF0612
(side bend)

24VDC

25 / 50(WN)

12 / 14.4

234/459(WN)

>80

30

IP67

5000x6x12

Sectional View Bend Direction Bend Diameter

6mm

12m
m

Side

Side

Ø30mm

2200
to 5800

K
RED GREEN BLUE

3000
to 6500

K
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DPF1025
(side bend)

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

10mm

25m
m

Sectional View

Side

Side

Ø60mm

Bend Direction Bend Diameter

24VDC

50(WN) / 83.3(RGB) / 83.3(RGBW) / 100(RGB PIXEL) / 100(RGBW PIXEL)

14.4(WN) / 17.2(RGB) / 17.2(RGBW) / 12.9(RGB PIXEL) / 19.2(RGBW PIXEL)

565(WN) / 202(RGB) / 173(RGBW) / 77(RGB PIXEL) / 131(RGBW PIXEL)

>80

60

IP67

5000x10x25 / 10000x10x25

2700
K

6200
K

RED GREEN BLUE
3000

to 6500
K

RGB RGBW
RGB

PIXEL
RGBW
PIXEL

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF1017
(side bend)

24VDC

62.5/50(WN) / 55.6(RGB) / 71.42(RGBW)

11.5/14.4(WN) / 17.2(RGB) / 20.16(RGBW)

500/528(WN) / 112(RGB) / 394(RGBW)

>80

60

IP67

15000x10x17mm

2300
K

2700
K

3000
K

4000
K

5000
K

3000
to 6500

K

Sectional View Bend Direction Bend Diameter

10mm

17m
m

Side

Side

Ø60mm

RGB RGBW
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Ø60mm

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF1212
(top bend)

24VDC

41.66/50(WN) / 50(RGB)

11.5/14.4(WN) / 14.4(RGB)

744/912(WN) / 356(RGB)

>80

60

IP67

5000x12x12/10000x12x12/15000x12x12

2300
K

2600
K

4100
K

Sectional View Bend Direction Bend Diameter

3000
K

4800
K

6000
K

3000
to 6500

K
RGB

12.5mm

12m
m

DPF1617
(top bend)

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

Sectional View

Ø120mm

Bend Diameter

24VDC

62.5/50(WN) / 62.5(RGB) / 83.33(RGBW) / 100(RGB PIXEL) / 100(RGBW PIXEL)

17.2/14.4(WN) / 17.2(RGB) / 17.2(RGBW) / 12.9(RGB PIXEL) / 19.6(RGBW PIXEL)

1150/941(WN) / 317(RGB) / 476(RGBW) / 178(RGB PIXEL) / 390(RGBW PIXEL)

>80

120

IP67

5000x16x17 / 10000x16x17

2700
K

6200
K

RGB RGBW
RGB

PIXEL
RGBW
PIXEL2300

K
5200

K

Bend Direction

16mm

17m
m

3000
K

4000
K



O utstanding Weather  ResistanceO utstanding
Weather  Resistance

It can withstand temperature between -20°C to 55°C, without any

loss of ductility, deformation, softening nor aging.
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O utstanding
Weather  Resistance
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Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF1414
(top bend)

24VDC

41.66/50(WN) / 50(RGB)

11.5/14.4(WN) / 14.4(RGB)

769/1095(WN) / 492(RGB)

>80

60

IP67

5000x14x14/10000x14x14/15000x14x14

2300
K

2600
K

2900
K

4000
K

5700
K

3000
to 6500

K

Sectional View Bend Direction Bend Diameter

Ø60mm

4700
K

RGB

14mm

14m
m

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF1617-48V
(top bend)

48VDC

100

9.6

580

>80

120

IP67

35000x16x17

2600
K

4200
K

Sectional View Bend Direction

Ø120mm

Bend Diameter

3000
K

5000
K

6000
K

16mm

17m
m
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Ø80mmØ180mm

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF1429
(3D)

24VDC

500

9.6

401

>80

80 (Side Bend) / 180 (Top Bend)

IP67

25000x14x29

Sectional View Top Bending Side Bending

3000
K

6000
K

2700
K

29m
m

14.1mm

15.6mm

DPF2018
(top bend)

Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

Sectional View

Ø120mm

Bend Direction Bend Diameter

24VDC

62.5/50(WN) / 62.5(RGB) / 83.33(RGBW) / 83.33(RGB PIXEL) / 100(RGBW PIXEL)

15.3/14.4(WN) / 15.3(RGB) / 17.2(RGBW) / 15.5(RGB PIXEL) / 19.2(RGBW PIXEL)

1469/1313(WN) / 500(RGB) / 876(RGBW) / 382(RGB PIXEL) / 607(RGBW PIXEL)

>80

120

IP67

5000x20x18 / 10000x20x18

2700
K

6200
K

RGB RGBW
RGB

PIXEL
RGBW
PIXEL2200

K
4200

K
5200

K

18m
m

20mm
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Input Voltage

Min Cut (mm)

Max Power/Meter (W/m)

Lumens/Meter (lm/m)

CCT/Color

CRI

Min Bending Radius (mm)

IP Rating

Dimensions (mm)

DPF23
(360°)

Installation Method

24VDC

35.71 / 41.66 (RGB)

16 / 19.2 (RGB)

1473 / 35.4 (RGB)

>80

120

IP67

5000x23x23

Sectional View Bend Direction

Ø120mm

Bend Diameter

Ø
23m

m

2300
to 6200

K
RGB RGBW

RGB
PIXEL

RGBW
PIXEL

Plastic Clip

Splice Set

Ceiling Kit
(hardware set)

Ceiling Kit
(PC groove)

Ceiling Kit
(hardware and PC tube set)

Pendant Kit
(hardware and PC tube set)

Pendant Kit
(output wire two in one)

Pendant Kit
(steel cable and PC groove)

Pendant Horizontal Kit
(hardware and PC tube set)

Pendant Kit
(steel cable and hook)
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End cap

End cap
(outlet from the top direction)

End cap
(outlet from the bottom direction)

End cap
(outlet from the top direction)

Plug

Wire

Glue

Flat mounting of clip / Aluminum groove

Aluminum groove of reserved outlet position

PC clip / PC groove

Moldable groove

End cap set

 Installation Accessories

Power Supply

End cap
(outlet from the top direction)
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H igh Light  Eff ic ienc yH i g h  L i g h t  E f f i c i e n c y
High Lumen Efficiency is useful for both decorative and

general lighting purposes
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Model Description Image

DPF1017-EC End cap

DPF1017-ECF End cap with Front Direction

DPF1017-ECB End cap with Bottom Direction

DPF1017-ECL End cap with Left Direction

DPF1017-ECR End cap with Right Direction

DPF0410-ECH End cap with Hole

DPF0410-EC End cap

DPF0612-ECF End cap with Front Direction

DPF0612-EC End cap

DPF0612-ECB End cap with Bottom Direction

DPF1025-EC End cap

END C APS

Accessories
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Model Description Image

DPF1025-ECF End cap with Front Direction

DPF1025-ECB End cap with Bottom Direction

DPF1025-ECR End cap with Right Direction

DPF1025-ECL End cap with Left Direction

DPF1414-EC End cap

DPF1414-ECF End cap with Front Direction

DPF1212-EC End cap 

DPF1212-ECF End cap with Front Direction

DPF1212-ECB End cap with Bottom Direction

DPF1212-ECR End cap with Right Direction

DPF1212-ECL End cap with Left Direction

END C APS
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DPF2018-EC End cap

DPF2018-ECF End cap with Front Direction

DPF2018-ECB End cap with Bottom Direction

DPF2018-ECR End cap with Right Direction

DPF2018-ECL End cap with Left Direction

DPF1617-EC End cap

DPF1617-ECF End cap with Front Direction

DPF1617-48-EC End cap 

DPF1617-48-ECF End cap with Front Direction

DPF1429-EC End cap

DPF1429-ECB End cap with Bottom Direction

Model Description Image

END C APS
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DPF1017-PC-12 Plastic Clip, L;12mm with screws

DPF1017-AC-12 Aluminum Clip, L;25mm with screws

DPF0410-PC-12 Plastic Clip, L;12mm with screws

DPF0612-PC-12 Plastic Clip, L;12mm with screws

DPF0612-AC-35 Aluminum Clip, L;35mm with screws

DPF1025-AC-25 Aluminum Clip, L;25mm with screws

DPF1414-PC-12 Plastic Clip, L;12mm with screws

DPF1414-AC-25 Aluminum Clip, L;25mm with screws

DPF1212-AC-35 Aluminum Clip, L;35mm with screws

DPF2018-PC-20 Plastic Clip, L;20mm with screws

DPF2018-AC-25 Aluminum Clip, L;25mm with screws

Model Description Image

CLIPS



015

DPF1617-AC-35 Aluminum Clip, L;35mm with screws

DPF1617-48-AC-35 Aluminum Clip, L;35mm with screws

DPF1429-AC-35 Aluminum Clip, L;35mm with screws

DPF1017-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1017-MG-500 Moldable Groove, L;500mm

DPF0410-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF0612-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1025-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1025-MG-500 Moldable Groove, L;500mm

Model Description Image

CLIPS

Model Description Image

ALUMINUM C ARRIER
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DPF1212-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1212-MG-500 Moldable Groove, L;500mm

DPF2018-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1617-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1617-MG-500 Moldable Groove, L;500mm

DPF1617-48-ACC-1000 Aluminum Carries, L;1000mm with screws

DPF1617-48-MG-500 Moldable Groove, L;500mm

Model Description Image

ALUMINUM C ARRIER


