
Description

Product Features

● Simple installation, as no wiring is needed when using the ZigBee

    wireless technology

● 

● Lower power consumption than the traditional way

● More convenient to use because of its user design and interaction

Smart Home Solution, provides complete automation of lighting system;

security system, air-conditioning system, home appliances and curtain

control motor. The solution is executed through a combination of IoT, AI

and Cloud computing technology, which makes all the home appliances

interconnected in order to build a fully automated smart home system.

Hotels

Residential Areas

Applications
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Smart Home Security

2K Smart IP Camera 
Model: DUSC41PT

Smart PTZ Camera
Model: DUSC32PT

Infrared irradiation distance: 5~10m

Focal length: 3.6mm

Lens angle: FOV 125°~130°

Electronic shutter: 1/25---1/10000 seconds

Sensor: 1/2.7” CMOS

Pixel: 2 million; 1920(H)x1080(V )

PTZ angle: Horizontal 355°, vertical 75°

Day and night conversion: Automatic

Backlight compensation: Automatic

White balance: Automatic

Smart Door Lock C1
Model: DUSMDLC1

Power parameter: DC 3V

Battery type: 4 AA batteries, 2 cells / group

Working current: <100mA

Emergency power supply interface: Type C interface

Emergency power supply: DC 5V

）
Fingerprint rejection rate: <0.1%

Fingerprint recognition rate: <0.0001%

Wireless module: WiFi

Unlocking method: Fingerprint, password, card, mechanical key, APP , NFC

Intelligent alarm: Anti-theft , crisis unlock , low battery

Intelligent status monitoring: Networking status, battery power

Working temperature: -20 ℃ to 50 ℃
Operating humidity: 0 ~ 90% RH

Door lock material: Aluminum alloy + ABS + tempered glass

Flame retardant rating: UL94 V-0
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Sensor Access Module
Model: DUCV10ZW

Power Supply: DC12V/ 1A

Protocol: Zigbee HA

Working Temperature: -20°C to 60°C

Product Size: 70x70x23mm

Wireless Frequency: 2.4GHz

Encryption Mode: AES-128

Working Humidity: ≤80%

Smart Door Lock S2
Model: DUSMDLS2

Smart alarm:

Motion PIR Sensor
Model: DUSN10ZW-1CO

Power supply: 2 AA batteries

Standby current: ≤50µA

Alarm current: ≤250mA

Communication protocol: Zigbee HA

Wireless standard: IEEE 802.15.4

Modulation mode: OQPSK

Encryption mode: AES-128

Communication speed: 250 Kbps

Transmission power: ≤4.5dBm

Receiver sensitivity: ≥ -90dBm

Detection range: ±70 degrees vertically, ±120 degrees horizontally

Detection distance: 7m

Communication distance: 80m (open area)

Casing material: PC+ABS

Operating environment: -10 - 50°C

Operating humidity: 10% - 90% RH

Transmitter dimensions: 61.5x30.3x11.7mm

Dimensions: Ø52.6×63.6mm
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Door/Window Sensor 
Model: DUDWS-01

Wireless frequency： 2.4GHz

Power supply： CR2032 button battery

Wireless standard： IEEE 802.15.4

Case Material： PC+ABS

Transmitter dimensions： 61.5x30.3x11.7mm

Operating environment： -10 to 50°C

Magnet dimensions： 44.8x10.9x7.9mm

Infrared Remote Angle： Operating humidity

Communication protocol： Zigbee HA

Temperature and Humidity Sensor
Model: DUST30

Size: Φ61.2x23mm

Working voltage: 3V (AAA battery)

Standby current: ≤30uA

Working current: ≤30mA

Networking method: Zigbee

Wireless networking distance: ≤80 meters (open environment)

Working environment: -10°C to 55°C

Accuracy error: Temperature ± 0.3°C, humidity ± 3%

Installation method: Wall-mounted or table-mounted

Smart CO (Carbon Monoxide) Sensor
Model: DUSP20

Working Voltage： （CR123A lithium battery）
Standby Current：
Alarm Current：
Alarm Voice Volume：
Networking Way：
Wireless Distance：
Working Temperature： ℃-50℃
Working Humidity：

Product Size：

Smart Combustible Gas Sensor
Model: DUSG30

Size: Φ85x29.6mm

Detection gas: Natural gas (methane)

Working voltage: AC110V ~ 220V

Alarm concentration: 8% LEL ± 2% LEL

Alarm mode: Sound and Light alarm; sound>72dB (1m)

Networking method: Zigbee

Wireless networking distance: ≤80 meters (open environment)

Working environment: -10°C to 55°C

Ambient humidity: maximum 95% RH
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Smart Smoke Sensor
Model: DUSF30

Size: Φ90x37mm

Working voltage: 3V (CR123A battery)

Standby current: < 6uA

Alarm current: < 30mA

Low voltage warning: 2.6V ± 0.2V

Alarm sound pressure: 80dB / 3M

Networking method: Zigbee

Wireless networking distance: ≤80 meters (front 3m)

Working environment: -10°C to 55°C

Ambient humidity: maximum 95% RH

Installation method: Ceiling

Smart Water Leakage Sensor
Model: DUSW30

Size: Φ50x18mm

Working voltage: 3V (CR2032 battery)

Standby current: < 10uA

Alarm current: < 30mA

Networking method: Zigbee

Wireless networking distance: ≤80 meters (open environment)

Working environment: -10°C to 55°C

Detection method: Water sensor

Alarm mode: Local-light alarm; remote push alarm

Installation method: Placed directly in the area to be tested

Smart Emergency Button
Model: DUSE30

Size: Φ50x16mm

Working voltage: 3V (CR2032 battery)

Standby current: ≤5uA

Working current: ≤30mA

Networking method: Zigbee

Communication distance: ≤80 meters (open environment)

Working environment: -10°C to 55°C

Receiving sensitivity: -96dBm

Installation method: Direct placement or paste


